
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

RAIL HOUSING WALL MOUNTED HOUSING EXTRA CHARGES FOR  OPTIONS 
NAME OF THE DEVICE TYPE L1 

1 track 
L2 

2 tracks 
L3 

3 tracks 
P 

1 track 
P2 

2 tracks 
P3  

3 tracks 
OPTION 

SPECIFICATION 
U SUPPLY 230 

VAC  

Analog transmitters          
Self-powered transmitter,  (0/4÷20mA / 0/4÷20mA),  4kV, rail 22,5mm S1 260,-  - -  -  -  - - - 
  (0/4÷20mA / 0/4÷20mA),  2kV, rail 22,5mm S1-L2 220,-  330,-  - -  -     
 (0/4÷20mA / 0/4÷20mA),  500V, rail 12,5mm S1-L2W 190,-  290,-  - -  -  -    
 (0/4÷20mA / 0/4÷20mA),  500V, rail 22,5mm S1-L4  3 tracks 390 zl,      4 tracks 490 zl   
Bi-wired transmitter 1 or 2 tracks (any standard / 4…20mA) S3,  S3-L2 220,- 410,- - 277,- 457,- - - - 
Bi-wired transmitter 1 or 2 tracks (4…20mA / 4…20mA) S3A,   S3A-L2 210,- 370,- - 267,- 447,- - - - 
Adjustable, bi-wired transmitter 1 or 2 tracks (any standard / 4…20mA) S3U,   S3U-L2 230,- 420,- - 287,- 467,- - - - 
Self-powered transmitter (4÷20mA/any standard) S4 290,- - - 347,- - - - - 
Output supplied transmitter   (4÷20mA / 0÷10V three - wired output) As 416 195,- - - - - - - - 

Three ways transmitters with object supply 24V or 230V. Any standard of input and output signal. Input, output and supply separated from each other 
Transmitter, housing 22,5mm, 1 or 2 tracks   (input and output - any standard) S2A,   S2A-L2 269,- 400,- - 326,- - - 24Vdc supply - 
Transmitter,1 track, housing 12,5mm wide  (input and output - any standard) S2D 269,- - - - - - 24Vdc supply - 
Transmitter, housing 50mm, 2 or 3 tracks (for 3 tracks 24V supply only) S2-L2  ;  S2-L3 - 460,- 660,- - 547,- 747,- 24V or 230V supply 44,- 
Transmitter multiplexer  2 or 3 outputs (for 3 outputs 24V supply only) S2-L2p  ;  S2-L3p - 460,- 660,- - 547,- 747,- 24V or 230V supply 44,- 
Transmitter  (auxiliary supply for input cooperating devices) S2 279.- - - 336,- - - 24V or 230V supply no extra charge 
Transmitter adjustable by switches  (a choice of 4÷20mA, 0÷20mA, 0÷10V) S2Us, S2Us-W 290,- - - - - - 24Vdc supply - 
Transmitter adjustable by valves  (a choice of 4÷20mA, 0÷20mA, 0÷10V) 

(extra passive output for external current loop 4÷20mA) S2Uz 290,- - - - - - 24Vdc supply - 

Supply-transmitter for bi-wired converters (any output) Z-S2A 269,- 400,- - 326,- - - 24Vdc supply - 
Supply-transmitter for bi-wired converters (2 or 3 tracks) Z-S2-L2  ;  Z-S2-L3 - 460,- 660,- - 547,- 747,- 24V or 230V supply 44,- 
Supply-transmitter-multiplexer 2 or 3 outputs (for 3 outputs 24V supply only) Z- S2-L2p  ;  Z-S2-L3p - 460,- 660,- - 547,- 747,- 24V or 230V supply 44,- 
Supply-transmitter for bi-wired converters (supply 24Vdc or 230Vac) Z-S2 279,- - - 336,- - - 24V or 230V supply no extra charge 
Circuits transmitter  (output power 30W) S2-30W 681,- - - 681,- - - 24Vdc supply - 
Transmitter with LED indicator  (%; mA, V, physical units) 

- supply for input bi – wired transmitter 4÷20mA S2-ML3  450,- - - 450,- - - 24V or 230V supply 
MODBUS RTU  

44,- 
110,- 

 

Bi-state transmitters          
Binary transmitter – 1 track  (Namur, Hall or any voltage or current) SB-L1 210,- - - 267,- - - 24Vdc  and  ac supply - 
Binary transmitter – 2 tracks    (Namur, Hall or any voltage or current) SB-L2 - 352,- - - 396,- - 24Vdc  and  ac supply - 
Binary transmitter with connecting line close and opening diagnostic  

(1 or 2 tracks, all-purpose input, OC output, contacts) SB-2 
1 tor 
230,- 

2 tory 
372,- - 1 tor 

287,- 
2 tory 
416,- - 24Vdc  and  ac supply - 

Control block – transfer of contact state and control of close and opening of the 
connecting line BKT 341,- - - 398,- - - 24Vdc  and  ac supply - 

                                      LABOR - ASTER 
                              INDUSTARIAL AUTOMATION     Basic prices are subject to increase in case of narrow 
                                                   04–218 Warsaw, Poland          or wide range of voltage, current or resistance: 
                                      Czechowicka 19 Str. 
                                       tel. (+4822) 610 89 45,  610 71 80 
                                    fax. (+4822) 610 89 48 
                   

                                           www.labor-automatyka.pl 
 

                                e-mail: biuro@laboraster.pl 
                                                 labor@labor-automatyka.pl 

Delivery - shipping company, 
 - transportation fee is a separate 

   position on the invoice 
 

Price offer valid since 1 February 2009  
Net prices are given in zloty. 
 
We give 36 months guarantee 
for our products. 

 
We cooperate with shipping companies 
based on trade agreements. 

� R �  10�  +10% 
� U �  10mV +10% 
� I �  10µA +10% 
1A �  I < 3A  +5% 
100V �  U < 250V +5% 
I �  3A +10% 
U �  250V +10% 
Input AC +10% 
Cable  RS232 30,-zl 
 

 



 

RAIL HOUSING WALL MOUNTED 
HOUSING EXTRA CHARGES FOR OPTIONS 

NAME OF THE DEVICE TYPE 
L1 

1 track 
L2 

2 tracks 
L3  

3 tracks 
P 

1 track 
P2 

2 tracks OPTION SPECIFICTION USUPPLY 

230VAC  
LINEAR 
for 1 track 

Transducers of resistance (temperature)  
Transducer of resistance to any standard with separation and supply R-S2 320,- - - 377,- 627,- 24V or 230V supply -  11,- 
Programmable temperature transducer  Pt100, Ni, Cu, J, K, S, B, L, N TP-S2 410,- - - - - 24V supply only - - 
Bi-wired transducer of resistance 4÷20mA with separation R-S3 320,- - - 377,- 627,- - -  11,- 
Bi-wired transducer of resistance; three-wired sensor connection RD 185,- - - 242,- - - -  12,- 
Bi-wired transducer of resistance; four-wired sensor connection RD1 185,- - - 242,- - - -  12,- 
Bi-wired transducer of resistance 4÷20mA, head type RG 128,- head type housing - 
Bi-wired transducer of resistance, head type; three-wired sensor connection RG1 138,- head type housing - 
Bi-wired, miniature transducer of resistance, head type RGM 188,- miniature head type housing – to be mounted in PG16 choke  11,- 
Transducer of resistance without separation R ; R-GND 219,- - - 276,- - 24V or 230V supply 44,-  11,- 
Bi-wired resistance to frequency transducer RF-S3 450,- - - 507,- - - -  11,- 
Signal controlled potentiometer with separation 4…20mA  POT-S2 554,- - - 554,- - 24V or 230V supply 44,- - 
          

Voltage, current, temperature transducers  
Voltage or current to any standard transducer with separation U-S2 *, U-S2-W * 320,- - - 377,- 627,- 24V or 230V supply -  36,- 

Voltage or current to any standard transducer with separation - narrow U-S2-W22,5 * 
U-S2-W12,5 * 

300,- - - - - 24V or 230V supply 
24Vdc supply 

-  36,- 

Programmed temperature transducer  Pt100, Ni, Cu, J, K, S, B, L, N TP-S2 410,- - - - - 24V supply only - - 
Voltage or current transducer, bi-wired 4÷20mA with separation U-S3 * 320,- - - 377,- 627,- - -  36,- 
Voltage or current transducer, bi-wired 4÷20mA UD 231,- - - 288,- 566,- - -  23,- 
Bi-wired voltage transducer 4÷20mA, head type UG 169,- head type housing - 
Miniature voltage transducer, bi-wired 4÷20mA, head type UGM 188,- miniature head type housing – to be mounted in PG16 choke  36,- 
Voltage or current transducer without separation U ; U-GND 231,- -  288,- 471,- 24V or 230V supply 44,-  36,- 
          

Frequency transducers  
Transducer of frequency into any standard signal F-S2 340,- - - 397,- 687,- 24V or 230V supply 44,- - 
Programmed frequency transducer FP-S2 450,- - - - - 24Vdc supply only - - 
Supply-transmitter for bi-wired frequency transducers ZSF-S2 450,- - - 507,- - 24V or 230V supply 44,- - 
Transducers of any standard signal into frequency SF-S2 450,- - - 507,- - 24V or 230V supply 44,- - 
Transducers of any standard signal into frequency SF-S2A 220,- - - - - 24V supply only - - 
Transducer of frequency to bi-wired 4…20mA   F-S3 347,- - - 404,- 697,- - - - 
Analog signal into frequency transducer SF-S3 439,- - - 496,- - - - - 
Resistance (temperature) into frequency transducer with separation RF-S2A * 220,- - - - - 24V supply only - - 
Resistance (temperature) into frequency transducer with separation and 
frequency divisor RF-S3 * 450,- - - 507,- - - -  11,- 

Bi-wired supply-transmitter for impulse transducers IF-S3 350,- - - 507,- - - - - 
          

Converters  

Transducer 4 analog inputs or outputs with transmission RS232 A/RS232 ; RS232/A 500,- + 150,- for each channel L version only, 24Vdc supply - - 
Transmitter RS232/RS422 or RS485 full duplex  ST-RS232 / RS422 290,- - - 347,- - 230V for P version only 44,- - 
Transmitter RS232/RS485 half duplex ST-RS232 / RS485 290,- - - 347,- - 230V for P version only 44,- - 
Transmitter RS422/RS422 or RS485/RS485 (full duplex into full duplex) ST-RS422 / RS422 290,- - - 347,- - 230V for P version only  44,- - 
Transmitter RS422/RS485 or RS485/RS485 (full to half duplex) ST-RS422 / RS485 290,- - - 347,- - 230V for P version only  44,- - 
Transmitter RS232/RS232 ST-RS232 / RS232 290,- - - 347,- - 230V for P version only  44,- - 
Transmitter RS232/TTY  ST-RS232 / TTY 290,- - - 347,- - 230V for P version only  44,- - 
Converter 8 analog inputs / MODBUS RTU As 702 800,- - - - - 24Vdc supply only - - 
Converter MODBUS RTU / 8 analog outputs As 701 800,- - - - - 24Vdc supply only - - 
Transmitter – analog input also Pt100into MODBUS RTU S2-MOD 350,- - - - - 24Vdc supply only - - 
Transducer of ambient temperature / output MODBUS RTU As 713 - - - 400,- - 10÷24Vdc supply,recommended 10 – 15Vdc 

 

Threshold detectors  rail housing panel housing 
Threshold detector (one threshold adjustable by potentiometer) SG2 160,- zl - 
Threshold detector  (two thresholds, bargraph) SG4 429,- zl - 
Threshold detector  (4 thresholds, 4 digits LED) SG5 490,- zl 520,- zl 
Detector (5 channels, 2 alarm thresholds on each channel ) RSG 5 - 1490,- zl 

*  note : 
Extra charges depend on the range (see page 1) ! 



 

WALL MOUNTED PANEL EXTRA CHRGES FOR OPTIONS  
NAME OF THE DEVICE TYPE 

RAIL HOUSING 
L1 

1 track 
P 

1 track T OPTION 
SPECIFICATION 

USUPPLY 

230VAC  PRICE 

Displays  
Indicator 5 analog inputs 2 alarm thresholds per channel RSG 5 - - 1490,- - - 
Programmed monitor of bi-wired line;  4 digits LCD ML1–PROG 295,- 365,- 295,- - - - 
Monitor of bi-wired line;  3,5 digits LCD ML2 220,- 290,- 220,- - - - 
LED display 3,5digits LED height. 14 mm ML3 / 14 mm 253,- 290,- 253,- 230V supply for P i T versions only 44,- 
LED display 3,5 digits LED  height. 57mm  and  76mm ML3 / 57 / 76 mm - 57mm  450,- 78mm       820,- - 44,- - 
Transmitter with LED display (%; mA, V, physical units) 

- supply for input two wire  transmitter 
4÷20mA 

S2-ML3 - 450,- - supply 24V or 230V 
MODBUS RTU 

 44,- 
 110,- 

Display- line monitor 4 digits LED  13mm,  programmed ML4 295,- 365,- 295,- additional programming using RS232 45,- 
Programmed display,  4 digits LED height 14 mm. SG5 490,- - 520,- 230V for T version only 44,- 
Panel-ruler display 31 points WL31 - - 315,- - - - 
Panel-ruler display 61 points WL61 - - 474,- two alarm outputs  22,- 
Programmed indicator 

- 8 analog inputs  
- 12 alarms 
- LED display,  4,5 digits LED 

WT - - 1906,- 

analog output 
resistance output  e.g. PT100 
thermo coupler output 
RS485 coupler 

 165,- 
 110,- 
 165,- 
 110,- 

          

Control and adjustment  
Current or voltage setting device ZIU 531,- - 566,- 230V for T version only 44,- 
Bi-wired setting device 4…20mA ZD 390,- 490,- 410,- - - - 
Ignition - current setting device SZP - - 762,- 230V for T version only 44,- 
Manual control setting device; signal setting by potentiometer As 550 - - 680,- 230Vac supply only - 
Manual control setting device; up/down push buttons signal setting As 560 - - 570,- 230Vac supply only - 
Three-positions setting device As 560T - - 570,- 230Vac supply only - 
PID continuous controller; input Pt100, thermo coupler, any I, U As 530 - - 600,- 230Vac supply - 
Single channel controller As 510 - - 1750,- 230Vac supply - 
All-purpose controller As 520 - - 1950,- 230Vac supply - 
Controller As 610 - - 3600,- 230Vac supply - 
Counter batcher – with analogue input 
                              - with impulse input LD - - 1502,- 

1271,- 
RS485 or RS232 coupler  110,- 

       

Function blocks  
Real power transducer with separation MOC-S2 450,- 497,- - 230V supply 44,- - 
LVDT inductive displacement sensor transducer P-LVDT 400,- - - - - - 
Effective value transducer with separation RMS-S2 474,- 521,- - 230V supply 44,- - 
Phase shift transducer with separation FAZA-S2 450,- 497,- - - - - 
Strain transducer with separation T-S2 427,- 474,- - - - - 
Square root transducer with separation P-S2 474,- 521,- - - - - 
Analog signals product module with separation BI-S2 450,- 497,- - - - - 
Analog signals sum and difference module with separation BSR-S2 450,- 497,- - - - - 
Analog signal differentiating module with separation dS/dt-S2  498,- - - - - - 
Signal comparator K-S2 - - - - - - 
Highest analog signal choice module with separation BW-S2 450,- 497,- - - - - 
Mathematical-logical functions module, 4 analog inputs, bi-state 
input, analog output, bi-state output BF-S2 450,- 497,- - - - - 

Motion signaling device SR 220,- 341,- - - - - 

Over voltage protection module MZN 
from 109 up to 149 - 
for one track 

- - safety receptacle  12,- 

Over voltage protection module of transmission lines MZN-LT 
from 119 - up to 159 
- for one track - - safety receptacle  12,- 



 

NAME OF THE DEVICE TYPE Rail housing Panel housing Options Extra 
charges 

Transmitting modules  
Transmitting module  4 x R2M MP 4 x 24V 173,- - holder 33,- 
Transmitting module  8 x R2M MP 8 x 24V 266,- - holder 33,- 
Transmitting module  4 x R2M  (230V/50Hz) MP 4 x 230V 208,- - holder 66,- 
Transmitting module  8 x R2M  (230V/50Hz) MP 8 x 230V 335,- - holder 66,- 
      

Supplier  
Network supplier 100mA/24VDC or 2x50mA ZL1 148,- 187,- - - 
Separating converter with 24VDC;AC / 24VDC 100mA ZL2 185,- 231,- - - 
Separating converter with 24VDC;AC / 24VDC 1,5A ZL4 439,- 439,- - - 
Converter without down or up separation supplied with 8-35V ZL5 100,- 139,- after order Uout=5÷35Vdc 
Network supplier 4 independent outputs 50mA/2 outputs 
100mA ZSB 4x0,1 220,- - - - 

Network supplier  0,8A/24VDC; alarm transducer ZSB 0,8/24 258,- 308,- - - 
Network supplier  1A/24VDC ZSB 1/24 180,- - - - 
Network supplier   70mA/24VDC or 2 x 35mA As 401 125,- - - - 
Network supplier  400mA/24VDC or 2 x 200mA As 404 175,- - - - 
Network supplier  1,5A/24VDC As 405 155,- - parallel work 30,- 
Network supplier  2,5A/24VDC As 406 270,- - parallel work 30,- 
Network supplier  5A/24VDC As 407 350,- - parallel work 30,- 
Network supplier  10A/24VDC As 408 465,- - parallel work 30,- 
Network supplier  20A/24VDC ZS 20/24 290€ - supply 3 phases 25€ 
Network supplier  40A/24VDC ZS 40/24 392€ - - - 

 
Measurement of consistency    

EXTRA CHARGES FOR OPTIONS 
NAME OF THE DEVICE TYPE CATALOG 

PRICE Processing 
connection Temperature of medium Display Electric connection 

Liquid consistency transducer As 410 od     8500,- after inquiry 0…100°C no Connecting clamps 

 
Measurements of pressure and level    

Extra charge for options 
Hydrostatic probes TYPE Catalog price. Processing 

connection 
Output signal Length of cable Length of cable shield 

46mm Hydrostatic probe for sewage As 207 up to 2mH2O     1150,-zl;      from 2 mH2O     950,-zl diameter   46mm 4…20mA 10,- /1mb. 10,-/ 1rm. 
28mm Hydrostatic probe  for medium with elevated density AS 208 up to 2mH2O     1250,-zl;      from 2 mH2O     950,-zl diameter   28mm 4…20mA 10,- /1mb. 10,- /1rm. 

Hydrostatic probe for water As 209 up to 2mH2O       990,-zl;       from 2 mH2O      950,-zl diameter   25mm 4…20mA 10,- /1mb. 10,- /1rm. 
 

Conversion rates for pressure units 
 kPa MPa bar m H2O mm Hg Kg/cm2 cal H2O cal Hg psi 

1 kPa = 1 0,001 0,01 0,102 7,501 0,0102 4,016 0,2953 0,14505 
1 MPa = 1000 1 10 102 7501 10,2 4016 295,3 145,05 

1 bar = 100 0,1 1 10,2 750,1 1,02 401,6 29,53 14,505 
1 m H2O = 9,807 0,009807 0,09807 1 73,56 0,1 39,37 2,896 1,4224 
1 mm Hg = 0,13332 0,0001333 0,001333 0,01359 1 0,001359 0,5351 0,03937 0,01934 
1 KG/cm2 = 98,07 0,09807 0,9807 10 735,6 1 393,7 28,96 14,224 
1 cal H2O = 0,2491 0,0002491 0,002491 0,0254 1,8684 0,00254 1 0,07355 0,036126 

1 cal Hg = 3,386 0,003386 0,03386 0,3453 25,4 0,03453 13,6 1 0,4912 
1 psi = 6,8948 0,0068948 0,068948 0,7031 51,715 0,07031 27,68 2,036 1 

 



PRESSURE CONVERTERS Note: extra charge for  „big Hirszman” connection -  43,- zl  

 NAME TYPE DESCRIPTION CENA 

 

Low pressure 
converter 

SiAL-10 

Measurement range  0...0,16bar ,  0...0,6bar  
Output signal  4…20mA  
Medium temperature up to  +135°C – direct measurement  
Processing connection  G1/4" ; G1/2" ;  M20x1,5  
Class of accuracy  0,5% 

od   480.-zl 

 

Low pressure 
converter 

SiAL-20 

Measurement range  0...0,16bar ,  0...0,6bar 
Output signal  0…10V  
Medium temperature up to  +135°C – direct measurement  
processing connection  G1/4" ; G1/2" ;  M20x1,5  
Class of accuracy  0,5% 

od   480.-zl 

 

Pressure converter 
Industry standard  

SML-10 

Measurement range  „-1bar”...”+1bar” ,  „0...4000bar”  
Output signal  4….20mA  
Medium temperature up to  +135°C - direct measurement  
Processing connection  G1/4" ; G1/2" ;  M20 x 1,5  
Class of accuracy  0,5%                Extra charge for 0,25% class - 43,-zl 

Overpressure up to 100MPa
 370,-zl 
 above  - extra charges 
Underpressure 480.-zl 

 

Pressure converter 
Industry standard 

SML-20 

Measurement range  „-1bar”...”+1bar” ,  „0...4000bar”  
Output signal  0...10V  
Medium temperature up to  +135°C - direct measurement  
Processing connection  G1/4" ; G1/2" ;  M20 x 1,5  
Class of accuracy  0,5%               Extra charge for 0,25% class - 43,-zl 

Overpressure up to 100MPa
 370,-zl 
 above – extra charges 
Underpressure 480.-zl 

 

Pressure converter 
for dense media 

SiMF-10 

Measurement range  1...20bar  
Absolute pressure measurement  
Output signal  0...10V  
Medium temperature up to  +125°C - direct measurement  
Processing connection  G 1/2"  
Class of accuracy  0,5% 

from   480.-zl 

 

Pressure converter 
for dense media 

SiMF-20 

Measurement range  1…20bar  
Pomiar ci� nienia absolutnego  
Output signal  0...10V  
Medium temperature up to  +125°C - direct measurement  
Processing connection  G1/2"  
Class of accuracy 0,5% 

from   480.-zl 

 

Pressure converter 
Industry standard 

SMX-10 

Measurement range  0...+1 bar ,  0...1000bar 
Output signal  4...20mA 
Medium temperature up to  +1 35°C - direct measurement 
Processing connection  G1/4" ; G1/2" ;  M20x1,5 
Class of accuracy  0,5% 

 

 
  ATEX 

 

from   710.-zl 

 

Converter of 
absolute 
(atmospheric) 
pressure  

APT 
DPT 

APT – pressure measurement: 800...1200mbar; DPT – pressure difference: 5…200mbar 
Output signal 4…20mA or 0. . . 10V  class:± 2,5 % 
Medium temperature up to  +50°C  
Processing connection for pipe  F  3,6mm  or  5,5mm 

from   480.-zl 

 

Converter of 
absolute 
(atmospheric) 
pressure with 
display 

APT-LCD 
DPT-LCD 

APT-LCD – pressure measurement: 800...1200mbar; DPT
Output signal  4...20mA  or  0…10V  class:± 2,5 % 
Medium temperature up to  +50°C  
Processing connection for pipe  F  3,6mm  or  5,5mm 
LCD display 3,5 digits  

from   570.-zl 



 
 
 
 
 

Temperature sensors  TYPE DESCRIPTION PRICE 

 

 
Pt100 / S 

 

FFFF  = 6mm 

For liquids, gases, liquid masses and solid 
bodies. 
Leading out: 2 or 3 cores in braid. 
Connection terminal: any - weld or sliding. 
 

97,- zl 

 

Pt100 / S1 
 

FFFF  = 4÷6mm 

For liquids, gases, liquid masses and solid 
bodies.  
Leading out: 2 or 3 cores in braid 
 

88,- zl 

 

Pt100 / SG 
 

FFFF  = 4 or 5mm 

For gases – low inertness measurement. 
 
Leading out: 2 or 3 cores in braid. 
 

98,- zl 

 

Pt100 / GG 
 

FFFF  = 6mm 

For gases – low inertness measurement. 
Connection terminal: any - weld or sliding. 
Head: MA (small) or B type with ceramics or 
converter 4÷20mA 

 

192,- zl 

 

Pt100 / P 
 

FFFF  = 6mm 

For temperature measurements of engine parts, 
blocks and construction parts. 
 
Leading out: 2 or 3 cores in braid  

95,- zl 

 

Pt100 / G 
Pt100 / GS 

 

FFFF  = 6 ÷ 12mm 

For liquids, gases and liquid masses. 
Connection terminal: Pt100/G �  any - 
sliding. 

Pt100/GS �  any - constant. 
Head: MA (small) or B type with ceramics or 
converter 4÷20mA  

 

Pt100/G 187,- zl 
Pt100/GS 199,- zl 

 

Pt100 / GB 
 

FFFF  = 10 or 12mm 

For liquids, gases and liquid masses. 
Connection terminal: any - weld or sliding. 
Head: B type with z ceramics or  

converter 4÷20mA 
Replaceable measurement cartridge. 
Range: „-200 …+550 °C 
 

222,- zl 

 

 
 

Range [°°°°C] Nonlinearity [%]  Range [°°°°C] Nonlinearity [%] 

0 ÷ 25 + 0,11  50 ÷ 150 + 0,38 

0 ÷ 40 + 0,12  100 ÷ 320 + 0,87 

0 ÷ 60 + 0,22  100 ÷ 400 + 1,20 

0 ÷ 100 + 0,39  200 ÷ 320 + 0,49 

0 ÷ 120 + 0,46  200 ÷ 400 + 0,81 

0 ÷ 150 + 0,57  300 ÷ 550 + 1,06 

0 ÷ 200 + 0,76  -10 ÷ +40 + 0,18 

0 ÷ 250 + 0,96  -20 ÷ +20 + 0,16 

0 ÷ 300 + 1,16  -30 ÷ +60 + 0,34 

0 ÷ 400 + 1,58  -30 ÷ +150 + 0,69 

0 ÷ 550 + 2,22  -100 ÷ +50 + 0,62   

Pt100 / R 
 

thread  e.g. 
M10 

To be installed in pipelines. 
For liquids, gases and liquid masses. 
Output by cable, head: MA (small) or B type 

with ceramics or converter 4÷20mA  
Range: -100 …+300 °C 

95,- zl 

 


